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บทคัดยอ 
การลอกกาวเปนกระบวนการพื้นฐานสําหรับการตกแตงเสนดายและผาจากเสนใยไหม  มี

จุดประสงคเพือ่กําจัดส่ิงปนเปอนตางๆ เชน กาวไหมหรือ เซริซิน ไขมันและ ข้ีผ้ึง ออกจากเสนใยไหม 
หลักการของการลอกกาวไหมคือ การทําลายพันธะเพปไทดของกรดอะมิโนท่ีมีอยูในเซริซินใหเปนโมเลกุล
เล็กๆ ท่ีสามารถละลายนํ้าได การลอกกาวไหมสามารถทําไดหลายวิธี เชนการใชกรด ดาง เอนไซม น้ําท่ี
อุณหภูมิสูงภายใตความดัน และสบู ก็เปนสารท่ีนํามาใชในการลอกกาวไหมได  การลอกกาวไหมแบบ
ดั้งเดิมนยิมใชการตมดวยน้ําสบูผสมกับโซเดียมคารบอเนต แตวิธีนี้มีขอเสีย คือ ผิวสัมผัสของเสนใยไหมจะ
ถูกทําลายมาก ปจจุบันมีการนําเอนไซนโปรติเอสมาใชในการลอกกาวไหม แตไมเปนท่ีนิยมเนื่องจากตองใช
กระบวนการเฉพาะและมีราคาสูง ทําใหมีความคิดท่ีจะหาสารจากธรรมชาติท่ีมีราคาถูกมาทดแทน โดย
ทําการศึกษาเอนไซนปาเปนที่ไดจากยางมะละกอแหงมาใชในการลอกกาวท่ีภาวะตางๆ  

งานวิจยันี้ทําการศึกษาเกีย่วกบัการลอกกาวไหมโดยการใชเอนไซนปาเปนจากยางมะละกอแหง 
เพื่อหาภาวะท่ีเหมาะสมในการลอกกาวไหมและสัณฐานวทิยาของเสนใยไหม ทําการศึกษาในชวงอุณหภูมิ 
55 - 85 องศาเซลเซียส   เวลา 10 - 40 นาที และความเขมขนของสารละลายยางมะละกอแหงต้ังแต 0 - 4 
%owf จากนั้นประเมินประสิทธิภาพของการลอกกาวไหม โดยทดสอบความแข็งแรงเสนใยไหมและ
ทดสอบการติดสีไดเร็กท (C.I. Direct Red 80)  ผลการติดสีจะแปรผกผันกับประสิทธิภาพการลอกกาวไหม
ท่ีได ลักษณะปรากฏและสัณฐานวิทยาของเสนใย  จากการศึกษาพบวาภาวะท่ีเหมาะสมกับการลอกกาวไหม
ดวยยางมะละกอแหง คือทําการลอกกาวที่ อุณหภูมิ 75 องศาเซลเซียส  เวลา 30 นาที ความเขมขนของ
สารละลายยางมะละกอแหง 4 % owf  มีประสิทธิภาพในการลอกกาวไหมอยูในเกณฑดี เสนใยไหมท่ีไดมี
ความมันเงา ผิวสัมผัสนุม ผิวของเสนใยไมถูกทําลาย และไมมีผลกระทบตอคาความแข็งแรงของเสนไหม  
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Abstract 
Degumming process is a fundamental process for silk yarn and silk fabric finishing.  The main 

objective is scouring the substrate such as silk gum (sericin), wax and fatty acid from silk fiber. The 
principle of degumming process is destroying the peptide linkage of amino acid in sericin structure into a 
small molecule which is soluble in water. The hydrolysis reaction performed by acid, alkaline, enzyme, 
surfactant as soap, and high pressure steam process. The conventional methods favor degumming with 
soap and sodium carbonate. This process has a problem on the surface area of silk. Proteolytic enzymes 
can answer this problem but it seldom use because of a specific condition and high cost.  For this reason, 
the insteading of papain enzyme from dry latex of Carica payapa Linn. was decided to use for silk 
degumming at any condition study.  

This research was concerned with the silk degumming using papain enzyme form dry latex of 
Carica payapa Linn. The degumming process was performed at the temperature vary from 55 - 85 degree 
Celsius, time from10 to 40 minutes  and the amount  of dry latex ranging from 0 to 4% owf  in order to 
study the suitable condition for degumming and surface morphology.  The efficiency of degumming 
process was evaluated by determination of tensile strength and staining test with direct dyes (C.I. Direct 
Red 80). Staining result will be opposed to  degumming efficiency. The result was revealed; the 
appropriate conditions for silk degumming with  dry Carica payapa Linn.’s latex were recommended as 
follows  : the amount of dry latex solution of 4 % owf at 75 degree Celsius for 30 minutes. The degummed 
fibers leaves lustrous, soft and surface smooth. This condition does not have effect to tensile strength and 
fiber surface. 
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